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ISDN -

 Laes ISDN overview pa mars, stop ved
Q.931 and SS#7

o Skriv om ISDN 1 din portofolie udfra
ovenstaende dokument

» Hjeelp: se pa ISDN poster nedenunder
ISDN overview!!!!
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Transmission
speed

Transmission code
Attenuation
Max. langth

Impedance

Level
2uwira | d-wire

ISDN BRA

I'r

192 kbaud

AMI modified

| a=6dB /86 kHz
|=200m
Z=1000

0.75 Vgp

4-wire

\

NT IRA

. —
B0 kbaud

2B1Q

a=32dB/40kHz
=810 8 km

Z=150 10
2V

2-wire

(N /
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Trarnsmission
spead/
transmission coda

Level
2-wire / 4-wire
Impedance

Attenuation
Power supply

ISDN PRA ~

-,

2 Mbit's, HDB-3

S,/T,

3 1'!’,:,:.
4=-wing

Z =120 L,
balanced

max. & dB

FPower from
PBX (48 to 60 V)

S,

NT
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2 Mbit's, HDB-3
3 Vap
4=wire

£ =130 £,
balanced

max. 40 dB

Phantorm powering
(100 ta 200V)

U,
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ISDN protokol

Protocol Discriminator

(0] 0 (0] Length of CRV

Call Reference Value (1 or 2 octets)

Message Type

Mandatory & Optional
Information Elements (variable)

Protokol diskrimantor Lag 3 ID Q.931
Indikere leengden af CRV

Call Reference Value (1 eller 2 Oktetter)
|dentifikation af kald! Huske nummeret.

Message type: (DSS1)SETUP, CONNECT.m.
Ekstra info afhaengig af Message Type
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DSS1

Meddelelser ved opkald

Meddelser | datafasen

ALERTING

CALL PROCEEDING
CONNECT

CONNECT ACKNOWLEDGE
PROGRESS

SETUP

SETUP ACKNOWLEDGE

SUSPEND

SUSPEND ACKNOWLEDGE
SUSPEND REJECT
RESUME

RESUME ACKNOWLEDGE
RESUME REJECT

USER INFORMATION

Meddelelser ved nedkobling

Div. Meddelelser

DISCONNECT
RELEASE
RELEASE COMPLETE

SEGMENT (etsi)
CONGESTION CONTROL
FACILITY

INFORMATION

NOTIFY

STATUS

Lkaa Mo
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